TECHNICAL DATA

AQUADRAIN ICD

ANCILLARY PRODUCTS

MP60

e Drill & Plug Fixing

¢ 35mm Washer Head

* 60mm Length

e 10mm drill bit required

CD FLEXIBLE JETTING EYE

Flexible jetting eye for maintenance access
e -2200mm

e H-106mm
* D-85mm
* Jetting Eye - 150-250mm

CD CHANNEL

CD Channel to encourage collected water to
sump chambers or gravity fed outlets

* L-2m

e H-106mm

* D-85mm

www.cetco.com | contact@cetco.com

UPDATED: FEBRUARY 2018

© 2018 Minerals Technologies Inc. IMPORTANT: The information contained herein supersedes all previous printed versions, and is believed

CD CHANNEL END

CD Channel to 38mm outlet pipe
e [-2200mm + 50mm outlet

* H-106mm

* D-85mm

to be accurate and reliable. For the most up-to-date information, please contact CETCO sales team. CETCO accepts no responsibility
for the results obtained through application of this product. CETCO reserves the right to update information without notice.
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CD CHANNEL OUTLET

CD Channel outlet to 38mm pipe
e -2200mm

¢ H-106mm

e D-85mm + Outlet

CD UNIVERSAL DRAIN OUTLET

The CD Universal Drain Outlet to under slab
sump drainage intersection

* 300mm jetting eye

* 360mm width

¢ 100mm drainage outlet
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